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"MAGNETIC" 

Magnet-Wasserwaagen 

aus eloxiertem Leichtmetall
Abmessung: 50 x 20 mm 

Genauigkeit:  mind. 0,5 mm/m = 0,029°

(in Normallage)

Gezogenes Leichtmetallprofil, silberfarbig eloxiert, ton-

nenförmige Horizontal- und Vertikallibelle aus unzer-

brechlichem Acrylglas fest in den Wasserwaagenkörper

eingeklebt.

In die Auflagefläche sind je nach Länge der

Wasserwaage eine unterschiedliche Anzahl der beson-

ders stark haftenden Magneten eingebaut. Guter Halt

der Wasserwaage an allen magnetischen Flächen auch

an lackierten und runden Gegenständen.

"MAGNETIC" 

Magnet Spirit Levels 

of anodised light metal
Dimension: 50 x 20 mm

Accuracy: minimum 0,5 mm/m = 0,029°

(under normal use)

Extruded light metal profile, silver anodised, barrel sha-

ped horizontal and vertical vial of unbreakable acrylic

glass fixed glued in the body of the spirit level.

According to length there is a different number of the

strong adhering magnets mounted in the bearing surfa-

ce. Sure hold of the spirit level on all magnetic surfaces

also on lacquered and round objects.

"MAGNETIC-PLUS" Magnet-

Leichtmetall-Wasserwaagen
eloxiert mit verbreiterten Auflageflächen 

Abmessung: 50 x 26 mm 

Genauigkeit:  mind. 0,5 mm/m = 0,029°

(in Normallage)

Besonders stabile und robuste Ausführung mit verbrei-

terten Auflageflächen. Gezogenes Leichtmetallprofil, sil-

berfarbig eloxiert, tonnenförmige Horizontal- und

Vertikallibelle aus unzerbrechlichem Acrylglas fest in

den Wasserwaagenkörper eingeschraubt und gesichert.

In die Auflagefläche sind je nach Länge der Wasser-

waage eine unterschiedliche Anzahl der besonders stark

haftenden Magneten eingebaut. Guter Halt der

Wasserwaage an allen magnetischen Flächen auch an

lackierten und runden Gegenständen.

"MAGNETIC-PLUS"

Magnet Spirit Levels of light metal
anodised with enlarged bearing surfaces

Dimension: 50 x 26 mm

Accuracy: minimum 0,5 mm/m = 0,029°

(under normal use)

Very strong and robust type with enlarged bearing surfa-

ces. Extruded light metal profile, silver anodised, barrel

shaped horizontal and vertical vial of unbreakable acry-

lic glass fixed by secured screws in the body of the spirit

level.

According to length there is a different number of the

strong adhering magnets mounted in the bearing surfa-

ce. Sure hold of the spirit level on all magnetic surfaces

also on lacquered and round objects.

No. 1080M 25 30 40 60 80 100 120 150 180 200 cm

No. 1083M 30 40 60 80 100 120 150 180 200 cm


